
3 Point Hitch 
Features and 

Specifications 
10/28/2006 

 
 SK-500 SD SK-600 MD SK-700 MD SK-600 HD SK-650 HD SK-700 HD 

Features HS601818 HM721824 HM841824 HC722024 
HC722030 

HC782024 
HC782030 

HC842024 
HC842030 

 
Grading and 

Leveling 

Fine Swale, 
Precision Grading 

and Leveling 

Fine Swale, 
Precision Grading 

and Leveling 

Fine Swale, 
Precision Grading 

and Leveling 

Fine Swale, 
Precision Grading 

and Leveling 

Fine Swale, 
Precision Grading 

and Leveling 

Fine Swale, 
Precision Grading 

and Leveling 
Blade Angle 0 - 30 Degree 0 - 30 Degree 0 - 30 Degree 0 – 30 Degree 0 - 30 Degree 0 - 30 Degree 

Frame and Box 
Design 

Tubular Steel 
Frame Gusset 

Reinforced 

Tubular Steel 
Frame Gusset 

Reinforced 

Tubular Steel 
Frame Gusset 

Reinforced 

Tubular Steel 
Frame Gusset 

Reinforced 

Tubular Steel 
Frame Gusset 

Reinforced 

Tubular Steel 
Frame Gusset 

Reinforced 
Cutting Edges Reversible Reversible Reversible Reversible Reversible Reversible 

Hitch 
Compatibility 

Cat.1 & Quick 
Hitch 

Cat. 1 & Quick 
Hitch 

Cat. 1& Quick 
Hitch 

Cat. 1 & Quick 
Hitch 

Cat. 1& Quick 
Hitch 

Cat. 1& Quick 
Hitch 

Scarifier Shank 3 Position 3 Position 3 Position 3 Position 3 Position 3 Position 
Center Shield Full Coverage Full Coverage Full Coverage Full Coverage Full Coverage Full Coverage 

Specifications       
Capacity 14 Cu. Ft. 18 Cu. Ft. 21 Cu. Ft. 20 or 25 Cu. Ft. 21.5 or 27 Cu. Ft. 23 or 29 Cu. Ft. 

Cutting Edge (2) 1/2” x 6”  (2) 1/2” x 6” (2) 1/2” x 6” (2) 5/8” x 6”  (2) 5/8” x 6” (2) 5/8” x 6” 
Tractor HP 20 - 40 HP 27 – 50 HP 40 – 85 HP 27 – 50 HP 27 – 85 HP 40 – 85 HP 

Working Width 60” 72” 84” 72” 78” 84” 
Moldboard Height 18 “ 18 “ 18 “ 20” 20” 20” 

Moldboard  1/4” Flat 5/16” Flat 5/16” Flat ¼” + ¼” Curved ¼” + ¼” Curved ¼” + ¼” Curved 
Duty Standard Medium Medium Heavy Heavy Heavy 

Side Wing 18 “ 24 “ 24 “ 24 “ or 30” 24 “ or 30” 24 “ or 30” 
Scarifier Shank (1) Replaceable (1) Replaceable (1) Replaceable (1) Replaceable (1) Replaceable (1) Replaceable 

Assembly  Hydraulics Only Hydraulics Only Hydraulics Only Hydraulics Only Hydraulics Only Hydraulics Only 
Operating Weight 561 lbs 654lbs 727 lbs 693 lbs 748 lbs 803 lbs 
Shipping Weight 611 lbs 704 lbs 777 lbs 743 lbs 798 lbs 853 lbs 

Packaging 1 Pallet 1 Pallet 1 Pallet 1 Pallet 1 Pallet 1 Pallet 
Shipping 

Dimensions 
40” H x 61” W x 

41”D 
40” H x 73” W x 

41”D 
40” H x 85” W x 

43”D 
40” H x 73” W x 

41”D 
40” H x 79” W x 

43”D 
40” H x 85” W x 

43”D 
       

Warranty 1 Year Warranty 1 Year Warranty 1 Year Warranty 1 Year Warranty 1 Year Warranty 1 Year Warranty 

 


